w Aboveground Storage Tank (AST) Products

Mesa

MesaWedge

Superchem 1000

MesaWedge seal systems are designed to prevent product loss and atmospheric contamination
from Internal Floating Roof Tanks (IFRT). MesaWedge seal systems meet or exceed environmental
regulations and are designed to ensure effective operation in specific tank conditions.

MesaWedge Superchem 1000 Configurations
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Single MesaWedge Double MesaWedge
wiper primary wiper primary and
seal system secondary seal system

MesaWedge Superchem 1000 Features

» Seal Material: 65-A Duro Urethane (thermoset)

+ Exceptional chemical resistance, including
neat MTBE, gasoline and 100% aromatics

+ Excellent flexibility and abrasion resistance
* Available widths: 9 to 16 inches
» Temperature range: -20 to 150 deg. F

» Factory splicing or field splicing kit available
(see reverse side of sheet)

Double MesaWedge wiper

* Pre-radiused sections available for tanks primary and secondary
under 40 feet in diameter seal system
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MesaWedge SuperChem 1000

Mesa

Description Test Method Physical Properties
Color in-house Orange
Temperature Range  in-house -20 to 150 deg F
Tensile (PSI) ASTM D-412-83 3,600

Elongation % ASTM D-412 630

Durometer (Shore A) ASTM D-2240 65

Tear Die (PLI) ASTM D-624 77.5

Compression Set % ASTM D-935-85 10.1

Rebound % ASTM D-2632 30

Abrasion Resistance* in-house 14,300

Width in-house 9to 16in

Length in-house 24 ft

Weight in-house 2.06Ib/ft (12 in W)

* feet traveled per .010" wear (10 Ib / ft 80 grit)

Values represent nominal average value properties. This information
is furnished upon the condition that the person receiving it shall
evaluate its suitability for the specific application.

Consult Mesa Rubber Company Chart A for chemical compatibility.

MesaWedge Superchem 1000
Splice Configurations

Factory Splice — This splice is heat fused in any continuous
length specified by customer. Standard production lengths
have square cast ends.

Final Field Splice — This splice closes the circumference of
the Floating Roof seal. The splice is cut to length leaving
square ends, which are joined using Mesa’s 6036.35FCA
seal strips, Mesa 1092 adhesive and splice straps.

(kit # 703189, refill kit # 703304).

Optional Splice — Customer may use rivet sets or nylon ties.
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